
DOCKING STAT ION FOR

R B - 1  B A S E
R B -T H E R O N

T E C H N I C A L  S P E C I F I C AT I O N S

T h e  r o b o t  c o n t a c t s  a r e  e q u i p p e d  w i t h  a n  i n t e r n a l  c i r c u i t r y 
a n d  a  m a g n e t i c  s e n s o r 

I n t e r n a l  c i r c u i t r y  p e r m i t s  t h e  c u r r e n t  f l o w  o n l y  w h e n  t h e  r o b o t 
a p p r o a c h e s  t h e  d o c k i n g  s t a t i o n

A l s o  t h e s e  v a l u e s  o f  c u r r e n t ,  v o l t a g e  a n d  p o w e r  a r e  s h o w n  i n 
t h e  d o c k i n g  d i s p l a y

T h e  a u t o c e n t e r e d  i s  p e r f o r m e d  b y  t r a c k i n g  a n  A R  t a g  o r  u s i n g 
L I D A R  i n t e n s i t y  d a t a

T H E  C H A R G I N G  S Y S T E M  F E A T U R E S  A N 
A U T O C E N T E R E D  B E H A V I O U R  O F  T H E 
R O B O T  &  S O M E  S A F E T Y  M E A S U R E S 
P R E V E N T I N G  E L E C T R I C A L  H A Z A R D S :

Dimensions for  RB-1 Base: 543 x 292 x 328  mm

Dimensions for RB-Theron: 543 x 292 x 352  mm

Charging indicator display

Robot presence activation condition

Manual charge possibility

Automated LEDs for illuminating the QR codes

Charging power: 600W

www.robotnik.eu


