
www.robotnik.eu

L O G I S T I C S
I N D U S T R I A L  T A S K S

R E S E A R C H  &  D E V E L O P M E N T

O P T I O N S
A U T O M AT I C  R E C H A R G I N G  S T AT I O N

L I F T I N G  U N I T

R B -T H E R O N

D E S I G N E D  F O R  INDOOR 
APPL ICAT IONS

T H E  R O B O T  C A N  CARRY                
200 KG  &  I N T E G R A T E                
D I F F E R E N T  S E N S O R S

A U T O N O M O U S  M O B I L E  R O B O T  ( A M R )



M E C H A N I C A L

Dimensions                                       687 x 550 x 305 mm                  

Weight 55 Kg

Payload 200 Kg

Speed 1,25 m/s                        

Enclosure class IP30

Autonomy 8 h (industrial use case) 

Batteries 15Ah @ 48VDC

Temperature Range

Max. Slope

0°C to + 40°C

5 %

Traction system Differential drive

C O N T R O L

Controller CPU ROS (Intel i7)

Communication  WiFi 802.11ac (4G optional)

Connectivity 2 x USB, 2 x Ethernet and 1 x HDMI 
(lateral panel)
3 x Ethernet, 2 x USB and DC power 
output and signal pins (top panel)

RB-THERON

T E C H N I C A L  S P E C I F I C AT I O N S
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